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DESCRIPTION OF RIGHT—OF—WAY

A variable width pipeline right—of—way over portions of Section 32, Township 1 South, Range 1 West, of the Uintah Special Base and Meridian, with a
permanent right—of—way of 40 feet (20 feet on each side of described centerline) and an additional 30 feet of temporary construction right—of—way

on the left side of said permanent right—of—way from station 0+00 to station 11+19.08, and a 30 feet wide permanent right—of—way (15 feet on
each side of said centerline) from station 11+19.08 to station 22+63.04, and continuing said 30 feet wide permanent right—of-way with an
additional 30 feet of temporary construction right—of—way on the right side from station 22+63.04 through station 35+32.38, and a 40 feet wide
(20 feet on each side of said centerline) and an additional 50 feet wide temporary construction right—of—way on the right side from station
35+32.38 to station 35+52.49, and continuing said 40 feet wide right—of—way with an additional 30 feet of temporary construction right—of—way on
the right side from station 35+52.49 to station 35+77.80 which is the point of terminus.

Commencing at the SW Corner of the SW1/4 of the NW1/4 of said Section 32;
South 89'41'32" East 1431.65 feet to the TRUE POINT OF BEGINNING with a basis of bearings of North 00°06°11" East between said SW

Thence
Corner
Thence
Thence
Thence
Thence
Thence
Thence
Thence
Thence
Thence
Thence

of said aliguet part and the NW Corner of said Section 32;
North 00°00°00" West 20.00 feet;
North 230740 Fast 94.40 feet;
North 25°11°55" West 98.78 feet;
North 72°32°'11" East 242.62 feet;
North 07°01°53" West 87.27 feet;
North 04°11°585" East 399.85 feet;
North 11°33'07" West 89.25 feet;
North 29°57°07" West 68.67 feet,
North 29°22°33" East 558.35 feet;

Thence North

Thence North
Thence North
Thence North
Thence North
Thence North

Thence North 20°15°20" East 62.34 feet;

0827'14” East 475.82 feel;
Thence North 02°14°53" West 345.75 feet;
Thence North 82°10°38" East
05°21'25" East 119.14 feet;
05°05'23" West 50.72 feet;

17°40°48" West 56.81 feet;
14°25°21" West 66.03 feet;
83°58°29" Eagst 704.24 feet;

11.46 feet;

North 00°00°09" West 25.31 feet to the North line of the NW1/4 of the NE1/4 of
centerline being 3577.80 feet in length, with the sidelines being shortened or elongated to intersect existing right—of—way and said North line.

Said centerline being described as follows;

said Section 32 which is the terminus. Said described
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I, D. RYAN ALLRED, DUCHESNE COUNTY, UTAH, DO HEREBY CERTIFY THAT | AM A PROFESSIONAL LAND
SURVEYOR AND THAT | HOLD CERTIFICATE NUMBER 376084 AS PRESCRIBED BY THE STATE OF UTAH.

FURTHER CERTIFY THAT THIS PLAT WAS PREPARED FROM THE FIELD NOTES
AND ELECTRONIC DATA COLLECTOR FILES OF AN ACTUAL SURVEY MADE BY
ME OR UNDER MY PERSONAL SUPERVISION AND THAT THE MONUMENTS ;
INDICATED WERE FOUND OR SET DURING SAID SURVEY, AND THAT THIS
PLAT ACCURATELY REPRESENTS SAID SURVEY TO THE BEST OF MY

KNOWLEDGE AND BELIEF.
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D. Ryan Allred, Professional Land Surveyor,
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